DIVISION: 07 00 00—THERMAL AND MOISTURE PROTECTION
SECTION: 07 25 00—WATER-RESISTIVE BARRIERS/WEATHER BARRIERS

REPORT HOLDER:

HAL INDUSTRIES, INC.

EVALUATION SUBJECT:

HAL-TEX 20, HAL-TEX 30, HAL-TEX 60, HAL-TEX COR-PLY,
WATERBLOCK "RAIN DRAINER", HAL-TEX RAINBOARD BUILDING PAPERS

“2014 Recipient of Prestigious Western States Seismic Policy Council (WSSPC) Award in Excellence”

ICC-ES Evaluation Reports are not to be construed as representing aesthetics or any other attributes not specifically addressed, nor are they to be construed as an endorsement of the subject of the report or a recommendation for its use. There is no warranty by ICC Evaluation Service, LLC, express or implied, as to any finding or other matter in this report, or as to any product covered by the report.

Copyright © 2019 ICC Evaluation Service, LLC. All rights reserved.
DIVISION: 07 00 00—THERMAL AND MOISTURE PROTECTION
Section: 07 25 00—Water-Resistive Barriers/Weather Barriers

REPORT HOLDER:
HAL INDUSTRIES, INC.

ADDITIONAL LISTEE:
INTERNATIONAL BUILDING COMPONENTS, INC.

PRODUCT NAME: WATERBLOCK "RAIN DRAINER"

EVALUATION SUBJECT:
HAL-TEX 20, HAL-TEX 30, HAL-TEX 60, HAL-TEX COR-PLY, WATERBLOCK "RAIN DRAINER", HAL-TEX RAINBOARD BUILDING PAPERS

1.0 EVALUATION SCOPE
Compliance with the following code:
- 2012 and 2009 International Building Code® (IBC)
- 2012 and 2009 International Residential Code® (IRC)
- 2013 Abu Dhabi International Building Code (ADIBC)†

†The ADIBC is based on the 2009 IBC. 2009 IBC code sections referenced in this report are the same sections in the ADIBC.

Properties evaluated:
- Physical properties

2.0 USES
HAL-TEX 20, HAL-TEX 30, HAL-TEX 60, HAL-TEX Cor-Ply (WaterBlock “Rain Drainer”), and HAL-TEX Rainboard building papers are used as water-resistive barriers on the exterior side of exterior wall framing, sheathing or insulation on buildings of Type V construction and buildings constructed under the IRC. The water-resistive barriers are alternatives to the water-resistive barriers used as specified in IBC Section 1404.2 and IRC Section R703.2. HAL-TEX Cor-Ply is a 2-ply building paper; the exterior ply is smooth and the interior ply is corrugated. Cor-Ply is available in rolls 36 inches (914.4mm) wide and 33 feet (10.15 m) long, and is also available in sheets. HAL-TEX Rainboard is a three-ply building paper; the exterior plies are smooth and the interior ply is corrugated. Rainboard is available in sheets 40 inches (1016 mm) wide and 64 inches (1626 mm) long.

4.0 INSTALLATION
Installation of the barriers must be in accordance with the manufacturer’s published installation instructions, this report and the applicable code. The barriers must be installed in accordance with IBC Sections 1404.2 and 2510.6, or IRC Section R703.6.3, as applicable, on the exterior side of exterior wall framing, sheathing or insulation, with the printed side installed facing outward. The water-resistive barriers must be attached to the studs or sheathing, with flashing as described in IBC Section 1405.4 or IRC Section R703.2, in such a manner as to provide a continuous water-resistive barrier behind the exterior wall veneer.

When the barrier is installed over wood-based sheathing in exterior plaster applications, the barrier must be applied in two layers over the sheathing, in accordance with Section 2510.6 of the IBC and Section R703.6.3 of the IRC. When installed under cementitious coatings or exterior insulation and finish systems, the barrier must be applied in accordance with the ICC-ES evaluation report on the exterior coating system.

HAL-TEX 20, HAL-TEX 30, and HAL-TEX 60 must be installed horizontally with horizontal seams overlapped a minimum of 4 inches (102 mm) and vertical seams overlapped a minimum of 12 inches (304 mm). Refer to Hal Industries published installation guidelines for installation of HAL-TEX Cor-Ply (WaterBlock “Rain Drainer”) and HAL-TEX Rainboard.

5.0 CONDITIONS OF USE
The HAL-TEX building papers described in this report comply with, or are suitable alternatives to what is specified in, those codes listed in Section 1.0 of this report, subject to the following conditions:

5.1 Installation must comply with this report, the manufacturer’s published installation instructions and the applicable code. In the event of a conflict between this report and the manufacturer’s published installation instructions, this report governs.

5.2 The water-resistive barrier must be covered with an approved exterior wall covering.
5.3 The use of HAL-TEX 20, HAL-TEX 30, HAL-TEX 60, HAL-TEX Cor-Ply (WaterBlock “Rain Drainer”), and HAL-TEX Rainboard building paper is limited to buildings of Type V-B construction and construction permitted by the IRC.

6.0 EVIDENCE SUBMITTED

Data in accordance with the ICC-ES Acceptance Criteria for Water-resistive Barriers (AC38), dated January 2013.

7.0 IDENTIFICATION

7.1 The product rolls are identified with a label bearing the Hal Industries, Inc. or additional listee (International Building Components, Inc.), name and address; the product name (HAL-TEX 20, HAL-TEX 30, HAL-TEX 60, HAL-TEX Cor-Ply (Water Block “Rain Drainer”), or HAL-TEX Rainboard); and the evaluation report number (ESR-2829).

7.2 The report holder’s contact information is the following:

HAL INDUSTRIES, INC.
9681 – 187th STREET
SURREY, BRITISH COLUMBIA V4N 3N3
CANADA
(604) 888-0777
www.halind.com
halind@halind.com

7.3 The Additional Listee’s contact information is the following:

INTERNATIONAL BUILDING COMPONENTS, INC.
21428 WOODS CREEK ROAD
MONROE, WASHINGTON 98272
(360) 794-2151